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JZ to 350Z G35 Motor Mount Installation Instructions
It is important to follow these steps to ensure a safe and long lasting product, however this product is for off road use only and not intended for public highway use. By purchasing and installing this product you are assuming all liabilities associated with its installation and use. 
Installation Instructions:
1. The motor mounts are drive and passenger side specific, the slot for the Cross-member mount allows for adjustment, front to back, when placing the motor into the engine bay. This allows for use of the 350Z transmission with the JZ-engine. The mounts should angle towards the front of the vehicle. The passenger side motor mount should mount in the rear most position on the block.
2. Remove the stock engine mount brackets if they are still on the engine. 
3. If you have a VVT-I engine, place the passenger side motor mount in the rear most position, as there is “two” sets of bolt holes that look like they could work. 
4. [bookmark: _GoBack]The stock rubber mounts also have metal plates on top that will need to be positioned properly. There is a stock locating pin on the stock 350Z G35 rubber isolators that will remain in place as the JZ to 350Z mounts are slotted specifically for the locating pin. 
5. Fasten the new motor mount brackets to the block using Loctite Red, and torqueing the supplied fasteners to the stock Toyota torque specifications. 
As Always, if you have any questions during installation, call 803-792-7189 and speak with Brett Collins 
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